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Static handle specification
Handle

RDEKONO
3x⋯6pm
明;心属

F01/F02 Handle F01-01/F01-02 Handle

Foi. 01Handle Fo1 Handle F01-02 Handie F02 Handle
2.6

-.5
2.6

25
2.6

.5 2.1 -.5

8 5郭

30.9
49.9

30.9
49

30.9

0.9
30.9

49.9

品 窝 窝

BEKABEGPRO

specification
33.51

05

plug-in units
Standard Order information

Order no Name Note Model Handle Color Ultimate torsion

1002058 Handle F01/2.5 ABC/DEF RAL7032 Grey 400N-m

1002057 Handle F02/2.0 ABC/DEF RAL7032 Grey 400N-m
1002059 Handle F01-01/2.5 ABC/DEF RAL7032 Grey 400N-m
1002060 Handle F01-02/2.5 ABC/DEF RAL7032 Grey 400N-m

Name F01 F02 F01-01 F01-02

Order no

PCB Hole
spacing 88.9mm

1002058

√

1002057 1002059 1002060

√

PCB Hole
spacing90mm

√ √

Panel Cut Hole Way A √ √

Panel Cut Hole Way B

Panel Thick 2.5mm √

√

√

√

√

Panel Thick 2.0mm V

Product desciption
mThis product is mounted on the insert panel

and connected directly to the PCB.
■ For PCB board pull-out.
m Standard:IEEE1101.10, IEC60297-3-103
 Patent No.:ZL 20172 1518214.3
■ Brand: RDEKONO

Performance desctiption
■ Die casting with guide pins on both sides,

compatible with F-type guide rail.
■ Compatible with EG\EK\EK+ profile inserts when used
with F-type guiderails

■Safe plugging and unplugging can be achieved under
the environment of maximum 400N plugging and
unplugging force

■ Codable
m Fire retardant standard: UL94V-0, EN45545-2
■ High temperature aging standard:GB/TT141-2008,

90℃,6h
■Low temperature embrittlement standard:

GB/T5470-2008,-55℃
■ ROHS standard: conform to 2011/65/EU

Material and finish
Plastic: PC+20GF,zinc alloy nickel plated
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瑞德科诺

F48 Series static handle specification RDEKON>O

Series SubraksF48 Series Handle

Seres Subracks
19
⋯的Standard (RAL7032) Enhanced(RAL7032)

Handle Top(ABc) Handle bottom(DEF)
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Pastic:70y2 Mehl Die cast zinc Phsbe:RL7032 \Metl: Die cast zine

Standard Order information

Order no NameNote Model Color Ultimate torsion

1002063 Handle F48(Top) ABC

1002064 Handle F48(bottom) DEF

1002065 Handle F48(Top) ABC

1002066 Handle F48(bottom) DEF

RAL7032 Grey
RAL7032 Grey
RAL9011 Black

RAL9011 Black

300N-m

300N·m

300N·m

300N·m

Enhanced Order information

Order no Name Note Model Color Ultimate torsion

1002299 Handle F48-1(Top) ABC RAL7032 Grey 500N-m

1002300 Handle F48-1(bottom)DEF RAL7032 Grey 500N-m

Product description
■ This product is used for high-density connectors for

unplugging and plugging, which can be directly
connected to PCB

■Standard compliance: IEC60297-3-103
m Patent No.: ZL 2017 21518228.5
■ Brand:RDEKONO

Performance description
■ Comes with metal positioning claw, matching

with F-type guide rail
 Standard F48 handle for safe insertion and

removal at up to 300N
■ Reinforced F48 handle for safe insertion and
removal at up to 500N

m Fire protection standard: UL94V-0,EN45545-2
■Aging standard: GB/T7141-2008,90℃,6h
■ Embrittlement standard: GB/T5470-2008,-55°℃
■ ROHS standard: in line with 2011/65/EU

Material and finish

Plastic: PC+20GF, zinc alloy nickel plated

NOTE The size of the reinforced type is the same as that ofthe standard type, but the ultimate puling
force is different;Both standard and reinforced models support handle color customization
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瑞德科诺

hxbns gnmsEK&EG PRO
Static handle specification
Hand! eaccessories

RDEKON>O
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Series SubracksSNCF

Order information

Order no Name Note Model
1001048 Guide rail-F 220(0blique) Adapter EK/EG

1001049 Guide rail-F 160(Oblique) Adapter EK/EG

1001014 Square guide rail 160(Square) Adapter EK/EG
1001017 Square guide rail 220(Square) Adapter EK/EG

Product description
■ Used with F48/F01 series handle for PCB board

guiding installation.
■Suitable for PCB board with 160mm/220mm depth.
■ Use with F48/F01 series handle and error-proof code

pin.
■ Prevents PCB board from being inserted by mistake.

Performance description
■Patent: ZL 2017 21517360.4
m Fire retardant test report: TC.17.04.000972
■Grade R22-R23 contains items: oxygen index test,

smoke density test, toxicity test.
■Standard compliance: EN 45545-2:2013+ A1:2015(E)
 Low-temperature embrittlement inspection standard:
GB/T5470-2008-55℃

■High-temperature aging inspection standard:
GB/T7141-2008,90℃,6h

Material and finish
Plastic:PC+20�

城名

Protective

Series Subracks
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Series Subacks5石
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Keying/Coding Usage specification

For example, drawing requirements provided by the customer keying/Coding is
A4B1C2 D4E1F2,The actual installation is shown as follows 4

O
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O
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The black part is the
keying/coding

2
A BC

2

P

O

O
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1
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For instance:AIB2C3

The black part is the
keying/coding

3

For instance:DIE2F3

Handle、Guide rail、Keying/Coding,
Coordination installation diagram:
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瑞德科诺
Board Accessories RDEKON>O

⋯⋯6p和oCross stiffener

EK+BEG+ PROProduct desaription Rerformance descriptioni Material andfinish

■ Installed on the PCB board, make the card High-temperature aging standard: GB/T7141-2008, >PA+20�
90℃,6hmore solid, can effectively avoid deformation

and damage to the card under severe vibration■ Low temperature embrittlement standard: Ne⋯amo■Only applicable to board height 6U, board GB/T5470-2008,-55℃
depth 220mm. ■ Fire retardant standard: UL94V-0, EN45545-2

Fire resistance standard: EN 45545-2:2013+A1:2015(E)
ROHS standard:2011/65/EU 0州

Gulde railcut-size
—220—6.5 r86—86——101— —86—

kn2.61-5-02.8

hpegns tnums106.5-.106.5 as

日山Shielded02.7

0眼狐-9901-.106.5

fmxa
图

Series Subracks03

Schematic DeliverylComprises(kit)
1抛

Qty Model Colour code Order noName

Cross stiffener 1 Red md osRAL3018 1002310 Rugged
Square nrt 1 M2.5 1005002
Hex Nut 5 M2.5 / 1005001 Sertes Subrcks相Pozidrive c/sk screw 1 M2.5×6 1004011
Pan head Pozidrive 5 M2.5x16 / 1004008c/sk screw

Subracks
componentPanel

61眼时同
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EKBEGPROSeries Subracke
Static handle specification

Handle

瑞德科诺
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IHandle
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Oirder information

Order no Name Model color Colour code
1002001 Handle Grey RAL7047
1002003 Handle Black RAL9011

1SX Handle

16.2

Scutrcheon 24.7
M2.5 2.6

M2.5

20

M2.5

.16.8 23.4
Order no Name Model color Colour code
1002006 Handle 1-SX Grey RAL7032

1002007 Handle 1-SX Black RAL9011

1025010 Scutcheon / Natural color /

Product description

■This product is mounted on the insert panel
and connected directly to the PCB.

■ For PCB board insertion and extraction.
■3U panel requires only one handle below.
■ Plastic parts can be screen printed on the

front.
■Works with card guides
■ Compliant with IEEE1101.10 standard
 Signage purchased separately, signage text

can be customized

Peifoimance description

Materialand finisht
■ Plastic:PC+20GF, zinc alloy nickel plated
■ Plastic:PC+20GF, zinc alloy nickel plated

Cut-size

3.45

15.85

10

20.2

Schematid
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瑞德科诺

Static handle specification
Handle

RDEKONO
的和

Orderinformation
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 Handle Scutcheon

18.8
3.3

12.
229 04.5

②

ll Handle Scutcheon

Product desciption CuteSize

■ For flat panels/U-shaped panels
■ For unplugging cards
■3U panel requires only one handle below
■ Printed label on the front of the plastic part
■ Works with card guides
■ Compliant with IEEE1101.10 standard

Performance desctiption

■High-temperature aging standard:
GB/T7141-2008,,90℃,6h

■ Low temperature embrittlement standard:
GB/T5470-2008,-55℃

m Fire retardant standard:
UL94V-0,EN45545-2

m Fire resistance standard:
EN 45545-2:2013+A1:2015(E)

■ROHS standard: 2011/65/EU

Material and finish
PC+20�;Copper

到
3.63
4.4

3.9.

14.7

①

Order no Name Model color Colour code

1002368Handle m(Top) Grey RAL7023
1002367 Handle l(Bottom) Grey RAL7023

1002372 Handle lll (Top) Black RAL9011

1002373 Handie l1(Bottom) Black RAL9011

Deliveryincludes

Order no 3U Qty 6U QtyName Model

1002368 ul Handle tlt Handle Top
1002367 ll Handle 1 I1 Handle bottom
1025010 Scutcheon 2 18.7x13.3x1.5

0s1002369 Shaft 2 3.5x4.5

Printed board1015004 Metal-B2bracket

1004011 Screw M2.5×6
1004009 Screw M2.5x121 2

量
Schematic
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瑞德科诺

Static handle specification
Handle

RDEKONO
Exe6pd0
名声和跳"见

F03 Handle

F03 Handle

Product description
■Suitable for flat panel/U-shaped panel
■ For PCB board insertion and extraction
■ Compliant with IEEE1101.10 standard

Rerformance description
■High-temperature aging standard: GB/T7141-2008,90℃,6h
m Low temperature embrittlement standard:

GB/T5470-2008,-55℃
m Fire retardant standard: UL94V-0,EN45545-2
mFire resistance standard: EN 45545-2:2013+A1:2015(E)
■ROHS standard:2011/65/EU

Materialand finish
Plastic: PC+20GF; zinc alloy nickel plated

Orderinformation

Order no Name
1002061 Handle

1002061 Handle
1002062 Handle

1002062 Handle

Model
F03(上)

F03(下)

F?3(上)

F03(下)

Color
Black

Black
Grey

Grey

Colour code
RAL9011
RAL9011
RAL7035
RAL7035

VHandle

IVHandle

Product desciptionl

■Suitable for flat panel/U-shaped panel
■ For PCB board insertion and extraction
m For use with front rail with square holes
■ Compliant with IEEE1101.10 standard

Performance description
■High-temperature aging standard: GB/T7141-2008,,90°C,6h
■ Low temperature embrittlement standard:

GB/T5470-2008,-55℃
m Fire retardant standard:UL94V-0, EN45545-2
m Fire resistance standard: EN 45545-2:2013+A1:2015(E)
■ ROHS standard:2011/65/EU

Materialand finish
Plastic: PC+20GF; zinc alloy nickel plated

Order information

Order no Name Model
1002428 Handle IVType(Top)

Color Colour code
Black RAL9011

1002429 Handle IVType(Bottom) Black RAL9011

1002430Handle IV Type(Top) Grey
1002431 Handle IVType(Bottom) Grey

RAL7035
RAL7035
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