
瑞德科诺

Static handle specification RDEKONO
指和sqeb836p和 Handle

Series 5ubrade
⋯⋯5重a5

Orderinformation475
M2.526

M2.5 Order no Name Model color Colour code⋯ 1002012 Handle T01(Top) Black handle+red button RAL9011+RAL3031
o/

1002013 Handle T0I(Bottom) Black handle-red button RAL9011+RAL3031
M2.520 1002374 Handle T01(Top) Grey handle+red button RAL7035*RAL3031

To1/T02 Handle
1002375 Handle TO1 (Bottom) Grey handletred button RAL7035*RAL3031

Series Subrace 47.5
M2526 Order no Name Model color Colour codeM2.5

Senes Subracke 1002016 Handle To2(Top) Black handle+dark red button RAL9011+RAL3007
o)

景 1002017 Handle T02(Bottom) Black handletdark red button RAL9011*RAL3007
M2.5

1002380 Handle TO2 (Top) Grey handle+d ark red button RAL7035+RAL3007

T01/T02 Handlenum 1002381 Handle T02(Bottom)Grey handle+d ark red buttan RAL7035+RAL3007

量
Product description cut slze Schematie

Series Subrxksnaxan ■Suitable forflat panel/U-shaped panel
■ For PCB board insertion and extraction
■ Use with front rails with square hole

pens朝 ■ Optional micro switch for hot-swappingCASE ■ Codable to realize anti-insertion function
■ Compliant with IEEE1101.10 standard

5⋯⋯1ev
Performance descriptionsSubracks ■High-temperature aging standard:
GB/T7141-2008,90℃,6h

k5的的 ■ Low temperature embrittlement standard:
GB/T5470-2008,-55℃

m Fire retardant standard:
2

17.1
3.302.UL94V-0, EN45545-2

m Fire resistance standard:
EN 45545-2:2013+A1:2015(E)

7 10AccessoriesSubracks
| 21.7■ROHSstandard:2011/65/EU 13.3hauopnosPanel Material and finish 20.2

的阳配
■ Plastic: PC+20GF, zinc alloy nickel plated

Order no ■ Plastic: PC+20GF,zinc alloy nickel plated
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瑞德科诺

Static handle specification
Handle

RDEKONO
8e6p和

T04 Handle
825

豆!

M.5

476

26

●

M25

Order information

Order no Name Model
1002020 Handle TO4(Top)

color Colour code
Black handle-red button RAL9011+RAL3031

1002021 Handle TO4(Bottom) Black handletred button RAL9011+RAL3031

25

T04 Handle
M25

47.6

26
M25 Order no Name Model color Colour code

1002018 Handle To?Crop) Grey handletred button RAL7035+RAL3031
1002019 Handte To4iBottom) Grey handleted button RAL7015+RAL3031

Product desciption Cut-size Schematic

■Suitable for flat panel/U-shaped panel
■ For PCB board insertion and extraction
■ Use with front rails with square hole
■ Optional micro switch for hot-swapping
■ Codable to realize anti-insertion function
■ Compliant with IEEE1101.10 standard

Performance desaription

■High-temperature aging standard:
GB/T7141-2008,90℃,6h

■ Low temperature embrittlement standard:
GB/T5470-2008,-55℃

■ Fire retardant standard:
UL94V-0, EN45545-2

m Fire resistance standard:
EN 45545-2:2013+A1:2015(E)

■ ROHS standard:2011/65/EU

Materialland finish

■ Plastic: PC+20GF,zinc alloy nickel plated

?;

15.85 3.45
10

,4,

20.2

恶料彩古名
限⋯的60

品⋯6

261

Sernes Sutracks8能

Ba盖

量

rana
CASE

Type A

so dm星

排

degns

componentpm

and pape Tableonpnno
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瑞德科诺

Static handle specification RDEKON>O

Series Subracks|Serles Subrake Handle

⋯6⋯⋯5668眼
Order informationi

GI
M2.52.6

M2,5 Order no Name Model color Colour code
1002028 Handte T06(rop) Black handletred button RAL9011+RAL3031

16.8ol 1002029 Handle 106(Bottom) Black handle+red button RAL9011+RAL3031

M2,5 1002412 Handte T06 (Top) Grey handle+red button RAL7035+RAL3031
20 26.5

都mlo T06/T07 HandleGuide rall 1002413 Handle T06(Bottom) Grey handletred button RAL7035+RAL3031

GIn261 M25M25 2.6

Order no Name Model color Colour code

6.54

年nqs⋯s
1002032 Handle T07(Top) Black handlie+dark red button RAL9011+RAL3007

162影
O) 1002033 Handle T07(Bottam) BLack handlerdark red button RAL9011+RAL3007

M2.5 1002410 Handte To7(Top) Grey handlerdark red button RAL7035+RAL3007
20T06/T07 Handle 26.5

1002411 Handle To7(Bottom) Grmy handlerdark red button RAL7035+RAL3007ddhss

nasuqr⋯h SchematidProduct description Cut:Size

Series Subradsnaxa ■ Suitable for flat panel/U-shaped panel
■ For PCB board insertion and extraction
■ Use with front rails with square holeSeres Subracks ■ Optional micro switch for hot-swappingCASE ■ Codable to realize anti-insertion function
■ Compliant with IEEE1101.10 standard

酒有5⋯⋯⋯0v
Performance desaription675anoad ■High-temperature aging standard:
GB/T7141-2008,90℃,6h

e相的 ■Low temperature embrittlement standard:
GB/T5470-2008,-55℃

m Fire retardant standard:
2

17.1
02 3.3UL94V-0, EN45545-2

m Fire resistance standard:
EN 45545-2:2013+A1:2015(E)

ROHS standard: 2011/65/EU

7 10ao⋯
o| 21.713.3component Material andifinishl

20.2

配目的的 ■ Plastic: PC+20GF, zinc alloy nickel plated

Order no ■ Plastic:PC+20GF, zinc alloy nickel plated
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瑞德科诺

Static handle specification RDEKON>O
EKSEG PROHandle

Order informationl ⋯⋯⋯2p⋯61
20 M25 2.6 M25 Order no Name Model color Colour code

11002034 Handle To8(Top) Black handle+grey button RAL9011+RAL7035

1002035 Handle Tos(Bottom) Black handle+grey button RAL9011+RAL7035
46.9M25

1002036 Handle TQB(Tep) Black handletred button RAL9011+RAL 3031
T08 Handle

⋯⋯⋯iade1002037 Handle TOB(Bottom) Black handletred button RAL9011+RAL 3031

Order no NameModel color Colour code 80.61M25 20 26 M25
1002052 Handlie Ti9(Top) Grey handlerBlack button RAL7035+RAL9011

阿 1002053 Handle T19(Bottom) Grey handle+BLack button RAL7035+RAL9011

ds
M2.5 469

T19 Handle

明能和Shielded

Saries Subracks量
Product desctiption Cut-Size Schematic

pranthn■Suitable for flat panel/U-shaped panel
■For PCB board insertion and extraction
■ Use with front rails with square hole

Seres Subracks■Optional micro switch for hot-swapping 3■ Codable to realize anti-insertion function
■Compliant with IEEE1101.10 standard

ao
Performance descriptioni

Subracks明■High-temperature aging standard:
GB/T7141-2008,,90℃,6h getns suas■ Low temperature embrittlement standard:
GB/T5470-2008,-55℃

m Fire retardant standard: 17.1
3.302UL94V-0,EN45545-2

m Fire resistance standard:
EN 45545-2:2013+A1:2015(E)

7 10 snbndh
o|

21.7■ ROHS standard: 2011/65/EU 13.3 PanelMaterial and finishl 20.2
■ Plastic: PC+20GF,zinc alloy nickel plated and page TableOrder no■ Plastic:PC+20GF, zinc alloy nickel plated
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瑞德科诺

bensExe6⋯服0
Static handle specification

Handle

RDEKON>O

⋯⋯8昵相和

私

例言

Serles Sutracks0和孤

praxini
⋯050

h⋯ns⋯sType A

Side panel

同2
Accessoriessuberk
component1

and pee TableOrder no

T46 Handle

M25

20 M2.5

46.7
6.1
26

9

M25

阡

16.8 251

Orderinformation

Order no NameModel Color Colour code

1002326 Handle T46(Top) Black RAL9011
1002056 Handle T46(Bottom)Black RAL9011

1002414 Handle T46(Top) Grey RAL7035
1002415 Handle T46(Bottom) Grey RAL7035

9

20 M25
46.7

逞 M25

25.1_16.8
M25

T46 Handle

Product desciiption Gut-size Schematia
■Suitable for flat panel/U-shaped panel
■For PCB board insertion and extraction
■ Use with front rails with square hole
■Optional micro switch for hot-swapping
■ Codable to realize anti-insertion function
■Compliant withIEEE1101.10 standard

Performance description

■High-temperature aging standard:
GB/T7141-2008,90℃,6h

■ Low temperature embrittlement standard:
GB/T5470-2008,-55℃

 Fire retardant standard:
UL94V-0,EN45545-2

■ Fire resistance standard:
EN 45545-2:2013+A1:2015(E)

■ ROHS standard: 2011/65/EU

Materialand finish

■ PC+20GF;zinc alloy nickel plated
■PC+209GF;zinc alloy nickel plated

?
3.45
15.85

10.
4,

20.2
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瑞德科诺

Static handle specification
Handle

RDEKON>O

M2.5=
20 26 M2.5

T47 Handle

M2.
47.7

25.7

20
6

2.6 M25

25.7

T47 Handle
47.7

Order information

Order no Name Model Color Colour code

1002327 Handle T47(Top) Yellow Handle RGB(251,197,0)

1002328 Handle T47(Bottom)Yellow Handle RGB(251,197,0)

1002331 Handle T47(Top) Green Handle RGB(0,255,0)

1002332 Handle T47(Bottom)Green Handle RGB(0,255,0)

1002335 Handle T47(Top) Blue Handle RGB(35,41,108)

1002336 Handie T47(Bottom)Blue Handle RGB(35,41,108)

Preduct descriptionl Cut-Size Schematie

■ Suitable for flat panel/U-shaped panel
■For PCB board insertion and extraction
■Use with front rails with square hole
■Optional micro switch for hot-swapping
■ Codable to realize anti-insertion function
■Compliant with IEEE1101.10 standard

Peiformance description
■High-temperature aging standard:

GB/T7141-2008,90℃,6h
■ Low temperature embrittlement standard:

GB/T5470-2008,-55℃
■ Fire retardant standard:

UL94V-0, EN45545-2
m Fire resistance standard:

EN 45545-2:2013+A1:2015(E)
■ROHS standard:2011/65/EU

Material and finish

■PC+20GF; zinc alloy nickel plated
■PC+20GF;zinc alloy nickel plated

4
2 10
3.45 R
15.85

20.2

思服

中的

onnng

aws

mumfndShlelded

ainsao名

CASE

TypeA

Subracks

componentd

称明
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瑞德科诺

benssaxe6⋯服0
Static handle specification

Handle offset 0.1"

RDEKON>O

BEKLBEG PRO

Cm⋯⋯5aedng
16⋯3mh

心

Shislded
0和孤

praxini
Series Subradks50

ans⋯墨4k

Side panelan
同2
Accessoriessuberk

componentdn

and pee TableOrder no

T01/T02 Offset Handle

20

M25

M2.5

475

2.6

ol

M2.5

Order information

Order no Name Model

1002386 Handle T01 Offset(Top)

1002387 Handle Toi Offset(Battam)

1002388 Handle T01 Offset(Top)

1002389 Handle TD1 Offset(Bottam)

Color Colour code

Black handle+red button RAL9011+RAL 3031

Black handle red button RAL9011*RAL3031

Grey handletred button RAL7035+RAL3031

Grey handle+red button RAL7035*RAL3031

T01/T02 Offset Handle

20

35

M2.5

M2.5

47.5

26

oJ

M2.5
Order no Name Model Color Colourcode

1002390 Handle T02 Offset(Top) Black handle+dark red button RAL9011+RAL3007

1002391 Handle TO2 Offset (Bottom) BLack handle-dark red button RAL9011*RAL3007

1002392 Handle T02 Offset(Top) Grey handletdark red button RAL7035*RAL3007
1002393 Handie TO2 Offset IBottom) Grey handle+dark red button RAL7035-RAL3007

Product desctiptiont Cut-size Schematic

■Suitable for flat panel/U-shaped panel
■For PCB board insertion and extraction
Use with front rail with square hole
■Optional micro switch for hot-swapping
■ Codable to realize anti-insertion function
■Offset 2.54 to the rightfor power card panels
■ Compliant with IEEE1101.10 standard

peifoimance desciption
■High-temperature aging standard:

GB/T7141-2008,,90℃,6h
■Lowtemperature embrittlement standard:

GB/T5470-2008,-55℃
m Fire retardant standard:

UL94V-0, EN45545-2
m Fire resistance standard:

EN 45545-2:2013+A1:2015(E)
■ ROHS standard:2011/65/EU

Materialland finish

■ PC+20GF;zinc alloy nickel plated
■PC+20GF;zinc alloy nickel plated

027

o|

13.3

17.1
10 3.3

21.7
20.2
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瑞德科诺

Static handle specification

Handle offset 0.1"

RDEKON>O

EK&EG PRO

T04 Offset handle

ys

2.54
12.5

476

26
o)

E1

好

M25

登9

Orderinformation

Order no Name Model Color Colour code

1002026 Handle Tot ofset(Top) Btack handletred button RAL9011+RAL3031
1002027Handle To4 Offset(Bottom) Black handle+red button RAL9011+RAL3031

T04 Offsethandle

47层

26 凸

o

N25

Order no Name Model Color Colour code

1002382 Handle TO4 Ofset(Top)Grey handtetred button RAL7035+RAL3031
1002383 Handle T04 Ofset(Bottom) Grey handle+red button RAL7035+RAL 3031

Product descriptionl Cut-size Schematid

■ Suitable for flat panel/U-shaped panel
■For PCB board insertion and extraction
■ Use with frontrail with square hole
■ Optional micro switch for hot- swapping
■Codable to realize anti-insertion function
■Offset 2.54 to the right for power card panels
■ Compliant with IEEE1101.10 standard

Performance description

■ High-temperature aging standard:
GB/T7141-2008,90℃,6h

■ Low temperature embrittlement standard:
GB/T5470-2008,-55℃

m Fire retardant standard:
UL94V-0, EN45545-2

m Fire resistance standard:
EN 45545-2:2013+A1:2015(E)

■ ROHS standard:2011/65/EU

Material andffnish

■PC+20GF;zinc alloy nickel plated

3.45
15.85

10.
.4

20.2

16⋯0

SNCF

Shielded
量

Protectiwe
CASE

TypeA

Sade panel

1⋯⋯⋯⋯deqns
omaimda

Order no.
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Ee6p0Serles Subracks
Offset Handle

Application of Offset Handle

瑞德科诺
RDEKON>O

恶不*耗声名Series Sutncks
呢d88雅 鸭的略

古止作H作

16Guide rall

地s⋯061

hebnsans
pintnunhShieided

雅晨

pndnawo
hebnsuas50

Type A

sd pnaRugged

林5

Sutracks
⋯⋯⋯6的

6⋯odrn

■Most PCB boards in the subracks are soldered with
components on the right side, and components can also
be soldered on the left side of the PCB board

■When welding the left component, if the left component
is>2.1mm and<4.7mm, an offset handle and offset guide
rail need to be used

■When using the offset handle and offset guide rail, it is
necessary to modify the position of the connectoron the
backplane accordingly

■ The l-type handle and F-type handle cannot be applied
to solder components on the left side of the PCB board.
Currently, only the T-type offset handle are applicable

2.1mn

■The following figure is a comparison of the handle,
and the dimensions in the figure include 1.6mm of
the PCB board

3.7mm 6.3r

T04 handle T04 offset handle

214



瑞德科诺

aronso然解0
Static handle specification

Handle offset 0.1"

RDEKON>O

ses⋯私

seng suoiocwShielded
曼

hehns眼我prdedw
Series Subracks5540

Series SubrarksType A

md和s路品

5eres Subrace2

人⋯⋯⋯Subacks
米Panel

抛和Order no

T06/T07 Offset Handle
20

M2.5

M2.5

o)

26.5

61
2.6 M25

Orderinformation

Order no Name Model Color Colour code
1002030 Handle T06 Offset(Top) Black handle+red button RAL9011+RAL3031

1002031 Handte To6 Offwt(Bottom) Black handletred button RAL9011+RAL3031

1002406 Handie 106 Ofiset(Top) Grey handletred button RAL7035+RAL3031

Handle Too ofsetfBottom) Grey handlerred button BAL7015+RALio11002407

106/T07 Offset Handle 20

M25

M2.5

登

o)

26.5

61
2.6 M25

Order no Name Model Color Colour code
1002384 Handle To7 Offset(Top) Black handle+dark red button RAL9011+RAL300T

1002385 Handle Tor Offset(Bottom) Black handlerdark red button RAL5011+RAL1007

1002408 Handle T07 Offset(Top) Grey handle+dark red button RAL7035+RAL3007

1002409 Handie Tor Ofhet(Botom) Grey handlerdark red button RAL7035+8AL3007

Product desaription Cut-Size Schematie

■Suitable for flat panel/U-shaped panel
■ For PCB board insertion and extraction
■ Use with front rail with square hole
■Optional micro switch for hot-swapping
■ Codable to realize anti-insertion function
■Offset2.54 to theright for power card panels
■Compliant with IEEE1101.10 standard

Performance description

■ High-temperature aging standard:
GB/T7141-2008,90℃,6h

■Low temperature embrittlement standard:
GB/T5470-2008,-55℃

m Fire retardant standard:
UL94V-0,EN45545-2

m Fire resistance standard:
EN 45545-2:2013+A1:2015(E)

■ROHS standard:2011/65/EU

Materialland finish

■PC+20GF;zinc alloy nickel plated
■PC+20GF;zinc alloy nickel plated

82>

o|

13.3

17.1
10

几

20.2

3.3

21.7

054



瑞德科诺

Static handle specification
Handle offset 0.1"

RDEKON>O

smesnbreys

To8 Offset Handle
20

M25

M2.5

26

46.9

M2.5

Order information

Order Name
no Model Color Colour code

1002396 Handte Tos Offiettop) Black handlet grey button RAL9011+RAL7035

1002297 Handle Tos offsat(Bottom) aluack handtetgrey button RAL9011+RAL7035
1002394 Handle To8 Offset(Top) Black handletred button RAL9011+RAL3031

1002395 Handle T08 Offset(Bottom) BLack handletred button RAL9011+RAL3031

⋯⋯
T19 Offset Handle

20

M2.5

M25

61
2.5

469

M25

Order
no Name Model color Colour code

1002416 Handle T19 Offset(Top) Grey handle+Black button RAL7035+RAL9011

1002417 Handie T19 Offset(Bottom) Grey handle+Black button RAL7035+RAL9011

suasmrnh061

Series Sutracks50

和心Shielded

Product description

■ Suitable for flat panel/U-shaped panel
■For PCB board insertion and extraction
■ Use with front rail with square hole
■Optional micro switch for hot-swapping
■ Codable to realize anti-insertion function
■ Offset 2.54 to the right for power card panels
■ Compliant with IEEE1101.10 standard

Peiformance descriptiont

■High-temperature aging standard:
GB/T7141-2008,,90℃,6h

■ Low temperature embrittlement standard:
GB/T5470-2008,-55℃

m Fire retardant standard:
UL94V-0, EN45545-2

m Fire resistance standard:
EN 45545-2:2013+A1:2015(E)

■ ROHS standard:2011/65/EU
Materialand finish

■ PC+20GF; zinc alloy nickel plated
■PC+209GF; zinc alloy nickel plated

cut:size

02. 7

山|

13.3

17.1
10

20.2

3.3

21.7

Schematig
班星

gdegns⋯msdrehano
saumssnqnz50

TypeA

a ⋯
Series Subracks2

4⋯⋯⋯8⋯⋯
componentpa

ondnro
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瑞谱科诺

Series SubracksEKAEG PRO
重5ek
Series Subrks距心dE6pn

明重snnh
spebnsdns竞

0aomunh
asnnk班和

Serkes Subrackspnaeaw
kcbs通眼05

hmrqsmusType A

心和刑照酒sued

kehns is料

是的的Subracks
m⋯Panel

and page TableOrder na

Static handle specification
Handle offset 0.1"

RDEKONO

T47 Offset handle

T47 Offset handle

M2

2.6 M2.5

阳

47.7

30 626 M25

25.7
47.7

Order information

Order no Name Model Color Colour code
1002329 Handle T47Offset(Top) Yellow Handle RGB(251,197,0)

1002330 Handie T47Offset(Bottom)Yellow Handle RGB(251,197,0)

1002333 Handle T47Offset(Top) Green Handie RGB(0,255,0)

1002334 Handle T47Olfset(Bottom) Green Handle RGB(0,255,0)

1002337 Handle T47Offset(rop) Blue Handle RGB(35,41,108)

1002338 Handle T47Offset(Bottom) Blue Handle RGB(35,41,108)

Rroduct deseription Cut-Size Schematid

■Suitable for flat panel/U-shaped panel
■For PCB board insertion and extraction
■Use with front rail with square hole
■Optional micro switch for hot-swapping
■ Codable to realize anti-insertion function
■Offset 2.54 to the right for power card panels
■ Compliant with IEEE1101.10 standard

Performance description

■High-temperature aging standard:
GB/T7141-2008,90℃,6h

m Low temperature embrittlement standard:
GB/T5470-2008,-55℃

m Fire retardant standard:
UL94V-0, EN45545-2

m Fire resistance standard:
EN 45545-2:2013+A1:2015(E)

■ROHS standard: 2011/65/EU

Materialandiinish

■PC+20GF;zinc alloy nickel plated

2

3.45
15.85

10.
,4,

20.2

056



瑞德科诺

⋯sE60
Static handle specification

Handle

RDEKONO

的

8繁

5eres SubrackeShislded

Serles Sutracks班自0

habnssuxpraxiny
sdenbnsans50

Series SutracksType A

Side panel言相e

5enes Subracke2

AccessoriesSubracks
component1

同的的16ondxuw

T11 Handle

T11 Handle

Product description
■Suitable for flat panel/U-shaped panel
■ For PCB board insertion and extraction
■ Optional micro switch for hot-swapping
■ Compliant withIEEE1101.10 standard
■ There are two specifications: standard model and offset of 0.1 inch

[Performance description
■High-temperature aging standard: GB/T7141-2008,90°℃,6h
■ Low temperature embrittlement standard:

GB/T5470-2008,-55℃
m Fire retardant standard: UL94V-0, EN45545-2
m Fire resistance standard: EN 45545-2:2013+A1:2015(E)
■ ROHS standard:2011/65/EU

Materialand finish
Plastic: PC+20GF; zinc alloy nickel plated
lOrderinformation

Order no Name Model Color Colour code
1002044 Handle T11(Top) Black handle+Grey button RAL9011+RAL7035
1002045 Handle T11(Bottom) Black handle+Grey button RAL9011+RAL7035

1002046 Handle T11(Top) Grey handle+Black button RAL7035+RAL9011
1002047 Handle T11(Bottom)Grey handle+Black button RAL7035+RAL9011

1002440 Offset Handle Tll(Top) Grey handle+Black button RAL7035+RAL9011
1002441 Offset Handle Tl1(Bottom)Grey handle+Black button RAL7035+RAL9011

1002442 Offset Handie T11(Top) Black handle+Grey button RAL9011+RAL7035

1002443 Offset Handle T11(Bottom)Black handle+Grey button RAL9011+RAL7035
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瑞德科诺

Static handle specification
Handle

RDEKON>O
EKBEG PRO

星的粮难

dmao
T14Handle

Product description

 Mostly used in telecom field
 For plugging and unplugging of high-density connectors
■ Optional microswitch for hot-swapping
m For use with square-hole front rails
■Minimal space requirements through fold-up handle

Performance desctiption
■High-temperature aging standard: GB/T7141-2008,,90℃,6h
■Low temperature embrittlement standard:
GB/T5470-2008,-55℃

■ Fire retardant standard: UL94V-0, EN45545-2
mFire resistance standard: EN 45545-2:2013+A1:2015(E)
■ROHS standard: 2011/65/EU

Material and finish
Zinc alloy nickel plated

order information

Order no Name Model Color Colour code
1002422 Handle T14(Top) Natural color

1002423 Handle T14(Bottom) Natural color

T10 Handle

Product description

For flatpanel/U-shaped panel
■For PCB board insertion and extraction
■ Compliant with IEEE1101.10 standard

Petfoimance description
■High-temperature aging standard: GB/T7141-2008,,90C,6h
■ Low temperature embrittlement standard:

GB/T5470-2008,-55℃
m Fire retardant standard: UL94V-0, EN45545-2
m Fire resistance standard: EN 45545-2:2013+A1:2015(E)
■ ROHS standard:2011/65/EU

Materialland finish
Zinc alloy nickel plated

Orderinformation

Order no Name Model Color Colour code
1002042 Handle T10(Top) Natural color
1002043 Handle T10(Bottom) Natural color

dn.st

5

Series Subracks量

da⋯⋯⋯
hnnqnssles50

Series SubrachsTypeA

k60s眼pm

Series Subracks5相

⋯⋯⋯⋯人Subrscks
componentued

dT能眼退Order no.
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瑞德科诺

Static handle specification
Handle

RDEKONO

⋯指8昵木a作

景

sn作班0

hmbns au5
Series SubracksCASE

Series SutracksType A

是

bman和性

⋯onSubracks
componentpued

同的的16ondxuw

T15Handle

Product descriptionl

 Forflat panel/U-shaped panel
■ForPCB board insertion and extraction
■ Compliant withIEEE1101.10 standard

Performance description
■High-temperature aging standard:GB/T7141-2008,90°℃,6h
■ Low temperature embrittlement standard:

GB/T5470-2008,-55℃
m Fire retardant standard: UL94V-0, EN45545-2
m Fire resistance standard: EN 45545-2:2013+A1:2015(E)
■ROHS standard: 2011/65/EU

Materialand finishi
Plastic: PC+20GF;zinc alloy nickel plated

Order information

Order no
1002424

1002425
1002426

1002427

Name
Handle
Handle
Handle
Handle

Model Color Colour code
T15(Top) Black RAL9011

T15(Bottom) Black RAL9011
T15(Top) Grey RAL7035
T15(Bottom) Grey RAL7035

T16 Handle

Product description

■Suitable for flat panel/U-shaped panel
m For PCB board insertion and extraction
■ Optional micro switch for hot-swapping
■ Compliant with IEEE1101.10 standard

Rerfomance description
■High-temperature aging standard:GB/T7141-2008,90°℃,6h
■ Low temperature embrittlement standard:

GB/T5470-2008,-55℃
m Fire retardant standard: UL94V-0, EN45545-2
m Fire resistance standard: EN 45545-2:2013+A1:2015(E)
■ROHS standard: 2011/65/EU

Material and finish
Plastic PC+20GF;zinc alloy nickel plated

Orderinformation

Order no Name Model Color Colour code

1002432 Handle T16(Top) Black handle+Aluminum button RAL9011+Natural color

1002433 Handle T16(Botom) Black handle-Aluminum button RAL9011+atural color

1002434 Handle T16(Top) Grey handle+Aluminum button RAL7035+Natural color

1002435 Handle T16(Bottom) Grey handletAluminum button RA7035+Naturel colar
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瑞德科诺

Static handle specification

Handle Accessories

RDEKONO

deans sx86d0

-Label
-Label
 Label

Schematic diagram of T04 handle label

Schematic diagram
of T01/T02 handle label

Schematic diagram
of T08/T19 handie label

SJZ-T1

Schematic diagram
ofT?6/T07 handle label

Schematic diagram
of type I handlelabe

Handle Label
■Encoding and naming for the front panel
■ Installed on the handle of the extractor, T-series extractor

and l-series extractor
■ Material: PVC
■Surface frosted or smooth surface
■ Customers can customize coding and colors

Delivery Comprises

Length Width ThicknessHandle Note Pieces/Packagemm mm mm

Typel Handle
T01/T02 Handle

T04 Handle
T04 Handle

T06/T07 Handle

T08/T19 Handle

20
20

20
20
20
20

12
6

6

11
11
5.3

0.5
0.5

0.5
0.5
0.5
0.5

20
20

20
20
20
20
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瑞德科诺

Static handle specification RDEKONO

Series SubrackEKAEGPRO Handle Accessories

地5通嘴EK+AEG+PRO
Micro switch

6胸的⋯雅x6p和o m For hot swapping, can be installed in F-type, T-type handle
■ Handle fixing screw M2.5×6

⋯⋯⋯⋯00H Orderlinformation

Description Order no

色和酒 Micro switch(Including microswitch and cable) 1031020

2

16⋯0⋯ Technical spedification

Max.switched current >=50mA

s朝sek
1 Operating temperature -25～70℃

水 Mechanical life >=50000 switching cycles
Electrical life >=20000 switching cycleso

Shielded Molex connector housing 51021-0300
Molex crimp contact 50058-8000

snakt XX?
量 1

C-
Q-2

pnondhu
Micro switch

等

Coding pegType A m The coding peg is mounted in the coding peg mounting hole of the
extractor handle

■CompactPCI/VME64x applications心照

Order information
林

Description Order no

Coding peg,PC,UL 94 V-0,Grey,RAL 7035 1009010
Coding pegMicro switch Coding peg,PC,UL 94 V-0,Red,RAL 3020 1009011

component Coding peg
Panel

6q
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瑞德科诺

Static handle specification
Handle Accessories

RDEKONO

ew??6p80

Connector Cable Micro switch Micro switch
Assembly clip

The handle is not pressed
The handle hinges

3The handle contact

-25

3 2 1-2 The Micro switchis pressed and

the handle is in the locked position
1-3 The Micro switchis not pressed
and the handle is not locked

(2),
725.

37
32T

8.5
(5.5)

(66) 66

Micro switch
· For hot swapping
■ Can be installed in F-type, T-type handle
Micro switch fixing clips are only used in the T04 handle
■ Material: PC+20�

Delivery Comprises(kit)】

Name Qty Description

Micro switch 1For hot swapping

Micro switch assembly clip 1 Fix the micro switch on the handle
Cable 3 Cables connecting circuits
Connector 1Connection circuit

Order information

Order no
1031020

1031023

Name
Micro switch

Micro switch assembly clip

Color Colour code
Black RAL9011

Grey RAL7032
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Static handle specification
瑞德科诺

RDEKONO

Printed board handle

Product description

 Can be used to fix PCB boards
without front panel

■ Can be installed in the upper and
lower rails of the subrack

■ Can only be used with card holder
and card guide, minimum distance
between guides is 3HP

Can be labeled or screen printed
■The bottom part can also be used

separately as a fixed protection for
plug-in cards

Materialand finishiPerformance description

■ High-temperature aging standard: ■PC+20GF
GB/T7141-2008,,90℃,6h

■ Low temperature embrittlement standard:
GB/T5470-2008,-55℃

m Fire retardant standard: UL94V-0, EN45545-2
m Fire resistance standard: EN 45545-2:2013+A1:2015(E)
■ ROHS standard: 2011/65/EU

Delivery Comprises(kit)

3U 6UName Order no DescriptionQty Qty
Only use printed board handle in conjunction with printed board

Printed board handie( Top) 1002249 retainer, The frontside can be silkscreened
Onty use printed boand handle in conjunction with printed boardPrinted boand handie(Bottom) 1 1 1002250 retainer, The front side can be silkscreened

Pivot pin 12 Parts matched with printed board bandie,PC+20966F

Printed board retainereuropac 2 1002309 Can atso beused without printed board handle,RAL70322

Front ralls 11 Used for installation of guide al and fixing ofFront panel

Cip guiderail PCB board
Clip guide rall

Clip guide ral

2 2 1001045 Used for 16-2.0mm thick PCB board,160mm

2 2 1001044 Used for 1.6-2.0mm thick PCB board,220mm

孙

Front allsPrinted board
ndle retainer europac
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瑞德科诺

Static handle specification

C-type handle combination component

Printed Circuit Board C-Handle Assembly

■ Printed circuit board C-type handle, can only be used in conjunction
with PCB holder C-type

■PCB holder C-type, can be used for fixing PCB boards without front
panels

■ PCB holder C-type, can be installed on the upper and lower
crossbeams of the subracks

m The component is only used in conjunction with B-type short end
guide rails and B-type reinforced guide rails

■Can be used for BEK series chassis and BEG series subracks

Orderinformation

Ltem Name Material Color Order no
1 Printed circuit board C-handle PBTP;UL94V-0 Red 1002363

2 Printed circuit board C-handle PBTP;UL94V-0 Red 1002363-1
fixing pin

3PCB holder C-type PPO,UL94V-0 Red 1002362

Installation dimensions

2.6

51.8

02.8

5.55
3.57
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